
LF Chip Replacement for 4000, 7600/9600, 4800/4880, 7800/9800, 7880/9880:

Chips occasionally go bad and need to be replaced. 
When the printer gives a cartridge error which is not 
resolved by resetting the chip, this usually means the 
chip has shorted out and is no longer read correctly 
by the printer. We recommend everyone have a set of 
spare chips on hand to be prepared if a chip needs to 
be replaced, which is very quick and easy to do. The 
cartridges themselves are very robust and will likely 
last the life of your printer. New chips already read full, 
so do not need to be reset. 

Pry the current chip off the cart using a straight edge 
screw driver or something similar, then attach the new 
chip in place of the old one using a chip-sized piece of 

double sided tape (DON’T glue chips into place). Use a single thickness double sided 
tape available at Wal*Mart, hardware stores, office supplies stores. Cut a small piece a 
little larger than the chip. Place the chip with the contacts down onto the sticky side of 
the tape. When you peel off the backing you can fold the excess tape onto itself behind 
the chip.

Make sure gold contacts are facing the front of the cartridge (same direction as the one 
you removed). Chips are sensitive to static, so against what you may think, it is best to 
handle them with clean, dry hands instead of wearing cotton gloves. With the new chip 
in place on the cart (with a small piece of double sided tape on the back of the chip), 
press straight down with your clean + dry finger or thumb to secure the new chip to the 
cartridge- making sure it sits flat in the chip area of the cart and nothing is on the chip 
contacts that would interfere with the chip read. If the chip is not flush with the chip area 
it may damage the delicate chip reader inside the printer when it is inserted or removed.
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